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! Warning
There�are�some�important�safety�instructions�in�this�
manual,�Please�read�carefully�before�installing�and�using.

●�This�appliance�can�only�be�used�to�wash�household�
utensils,�and�is�intended�to�be�used�in�household�and�similar�
applications.�
●�The�dishwasher�will�be�damaged�or�the�user�will�be�injured�
when�the�operation�is�wrong.
●�Please�contact�the�after-sales�service�department�
immediately�if�the�appliance�breaks�down.�Do�not�
reassembly�or�fix�the�appliance�by�yourself.
●�Please�contact�the�after-sales�service�department�or�the�
maintenance�department�that�vendor�assigned�for�fixing�or�
displacing�if�the�power�cord�is�damaged.
●�The�power�source�of�dishwasher�has�to�adopt�earth�line�for�
safe.�
●�This�adoption�will�protect�the�person�maximumly,�who�is�
shocked�by�leakage.
●�Disconnect�the�power�cord�at�stormy.
●�After�installation,�please�make�sure�the�connection�of�
water�and�power�well�connected�before�using.
●�The�installation�position�of�drainage�pipe�could�not�exceed�
40cm�higher�than�the�top�of�the�appliance,�which�will�cause�
poor�drainage,�electrical�leakage�and�water�leakage.
●�Knives�and�other�utensils�with�sharp�points�must�be�
loaded�in�the�basket�with�their�points�down�or�placed�in�a�
horizontal�position.
●�This�dishwasher�is�an�automatic�appliance,�do�not�add�
water�manually�when�the�appliance�is�working.�It�will�cause�

IMPORTANT�SAFETY� INSTRUCTION
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overflow�and�dangerous.
●�Do�not�move�or�clean�appliance�when�it�is�working.�It�
might�cause�electrical�or�water�leakage.
●�Do�not�open�the�door�during�operation�as�the�steam�will�
hurt�you.�If�it�is�necessary�to�load�or�unload�some�utensils,�
please�push�pause�button�and�wait�10�seconds,�then�open�
the�door�slightly�and�wait�for�the�steam�dissipate�completely,�
then�open�the�door�and�move�your�utensils.
●�Please�use�specialized�detergents.�Do�not�use�washing-up�
liquid,�washing�powder,�hand�sensitizer�soup�or�others�
detergents�that�not�specialized�for�dishwasher.
●�There�are�some�cable�ties�on�the�drainage�pipe�and�power�
cord,�please�use�flat�scissor�to�cut�the�ties.�Sharp�scissor�
might�burst�the�pipe�and�cord�and�cause�leakage.
●�Do�not�try�to�use�this�appliance�in�damp�place.�High�
humidity�will�make�the�appliance�rust,�even�leakage.
●�The�specialized�detergent�should�be�put�on�the�place�
where�kids�can�not�reach.�because�the�detergents�are�
contains�acidoid�and�alkaline,�which�are�really�dangerous�to�
kids.
●�Utensils�will�be�hot�after�washing,�please�take�it�out�after�
30�minutes.
●�Please�keep�the�appliance�at�room�temperature�for�8�
hours�after�receiving�the�product�in�winter,�to�avoid�the�
droplets�appearing�on�the�surface�of�the�glass,�and�it�may�
damage�the�appliance.�
●�The�appliance�is�to�be�connected�to�the�water�mains�using�
new�hose-sets�and�that�old�hose-sets�should�not�be�reused.�
●�During�installation,�the�power�supply�must�not�be�
excessively�or�dangerously�bent�or�flattened.
●�Please�use�flat�scissors�to�cut�the�tie�of�water�pipes�and�



power�lines�when�unpacking�boxes.
●�Position�the�appliance�in�the�desired�location.�Confirm�that�
the�machine�has�been�leveled.
●�Please�don't�put�anything�else�on�either�side,�The�openings�
must�not�be�obstructed�by�a�carpet.
●�Please�use�cold�water�or�warm�water�not�exceeding�50℃.
●�This�appliance�is�not�intended�for�use�by�persons�
(including�children)�with�reduced�physical,�sensory�or�
mental�capabilities,�or�lack�of�experience�and�knowledge,�
unless�they�have�been�given�supervision�or�instruction�
concerning�use�of�the�appliance�by�a�person�responsible�for�
their�safety.
●�Children�should�be�supervised�to�ensure�that�they�do�not�
play�with�the�appliance.
●�If�the�supply�cord�is�damaged,�it�must�be�replaced�by�the�
manufacturer,�its�service�agent�or�similarly�qualified�persons�
in�order�to�avoid�a�hazard.
●�The�door�should�not�be�left�in�the�open�position�since�this�
could�present�a�tripping�hazard.�Please�keep�kids�stay�away�
from�the�dishwasher,�especially�when�the�door�open.
●�This�appliance�can�be�used�by�children�aged�from�8�years�
and�above�and�persons�with�reduced�physical,�sensory�or�
mental�capabilities�or�lack�of�experience�and�knowledge�if�
they�have�been�given�supervision�or�instruction�concerning�
use�of�the�appliance�in�a�safe�way�and�understand�the�
hazards�involved.��
●�The�maximum�permissible�inlet�water�pressure�is�1.00�Mpa.
●�The�minimum�permissible�inlet�water�pressure�is�0.04�MPa,�
to�ensure�the�proper�functioning�of�the�appliance.



●�After�using�the�appliance,�please�cut�off�the�power�and�
water.
●�WARNING:��Knives�and�other�utensils�with�sharp�points�
must�be�loaded�in�the�basket�with�their�points�down�or�
placed�in�a�horizontal�position.�When�using�your�dishwasher,�
follow�basic�precautions,�including�the�following:
a)�Read�all�instructions�before�using�the�dishwasher.
b)�Use�the�dishwasher�only�for�its�intended�function.
c)�Use�only�detergents�or�wetting�agents�recommended�for�
use�in�a�dishwasher�and�keep�them�out�of�the�reach�of�
children.
d)�When�loading�items�to�be�washed:

1.�Locate�sharp�items�so�that�they�are�not�likely�to�damage�
the�door�seal;�
2.�Load�sharp�knives�with�the�handles�up�to�reduce�the�
risk�of�cut-type�injuries.

e)�Do�not�wash�plastic�items�unless�they�are�marked�
"dishwasher�safe”�or�the�equivalent.�For�plastic�items�not��so�
marked,�check�the�manufacturer's�recommendations.
f)�Do�not�touch�the�heating�element�during�or�immediately�
after�use.
g)�Do�not�operate�your�dishwasher�unless�all�enclosure�
panels�are�properly�in�place.
h)�Do�not�tamper�with�controls.
i)�Do�not�abuse,�sit�on,�or�stand�on�the�door�or�dish�rack�of�
the�dishwasher.
j)�To�reduce�the�risk�of�injury,�do�not�allow�children�to�play�in�
or�on�a�dishwasher.
k)�Under�certain�conditions,�hydrogen�gas�might�be�
produced�in�a�hot-water�system�that�has�not�been�used�for�
two�weeks�or�more.�



HYDROGEN�GAS�IS�EXPLOSIVE.�If�the�hot-water�system�has�
not�been�used�for�such�a�period,�before�using�the�
dishwasher�turn�on�all�hot-water�faucets�and�let�the�water�
flow�from�each�for�several�minutes.�This�will�release�any�
accumulated�hydrogen�gas.�As�the�gas�is�flammable,�do�not�
smoke�or�use�an�open�flame�during�this�time.
l)�Remove�the�door�to�the�washing�compartment�when�
removing�an�old�dishwasher�from�service�or�discarding�it.
Keep�a�gap�of�5�cm�on�each�side�between�the�appliance�and�
furniture�or�walls�to�prevent�them�from�heating�up.

Grounding�instruction
●�This�appliance�must�be�grounded.�In�the�event�of�a�malfunction�
or�breakdown,�grounding�will��reduce�the�risk�of�an�electric�shock�
by�providing�a�path�of�least�resistance�of�electric�current.�This�
appliance�is�equipped�with�a�cord�having�an�equipment-
grounding�conductor�and�a�grounding�plug.�
●�The�plug�must�be�plugged�into�an�appropriate��outlet�that�is�
installed�and�grounded�in�accordance�with�all�local�codes�and�
ordinances.�
●�Improper�connection�of�the�equipment-grounding�conductor�
can�result�in�a�risk�of�electric�shock.�
●�Check�with�a�qualified�electrician�or�service�representative�if�
you�are�in�doubt�whether�the�appliance�is�properly�grounded.�Do�
not�modify�the�plug�provided�with�the�appliance;�If�it�will��not�fit�
the�outlet,�have�a�proper�outlet�installed�by�a�qualified�
electrician.
●�Please�do�not�use�power�strip.



Dispose�of�packaging�in�an�environmentally-
friendly�manner.This�appliance�is�labelled�in�
accordance�with�European�Directive�2012/19/EU�
concerning�used�electrical�and�electronic�

appliances�(waste�electrical�and�electronic�equipment�-�
WEEE).�The�guideline�determines�the�frame�work�for�the�
return�and�recycling�of�used�appliances�as�applicable�
throughout�to�the�EU.

PACKAGE�INFORMATION:�
Packaging�materials�of�the�product�are�manufactured�from�
recyclable�materials�in�accordance�with�our�National�
Environment�Regulations.�Do�not�dispose�of�the�packaging�
materials�together�with�the�domestic�or�other�wastes.�Take�
them�to�the�packaging�material�collection�points�designated�
by�the�local�authorities.�



Lower�spray�arm

Fiter

Water�softener

Inner�door

Control�Panel

PRODUCT�OVERVIEW
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2.Accessories

1.Parts�and�Features

Screw�ST3.5X22�*2

Baseboard�bracket�*2

Screw�ST4.0X12�*12Steam�resisted�sticker�*1

Door�panel�bracket�*4

Screw�M4X10�*4

Dispenser�

Inlet�hose�*1

Lower�basket

Cutlery�basket

Upper�basket

Upper�spray�arm

Note:�The�illustration�is�a�reference�image,�your�device�may�differ.



1.�Please�preserve�the�suitable�position�for�installation.
2.�It�is�better�to�preserve�the�port�of�inlet�and�outlet�water�near�by�the�
position�of�the�dishwasher�installation.
3.�Make�sure�the�door�can�be�opened�smoothly�after�installation.�
4.�The�dimension�of�the�hole�which�is�used�to�place�the�dishwasher�need�to�be�
adjusted�as�figure.�If�the�cabinet�is�too�high,�the�dishwasher�can�be�adjusted�
by�the�adjustment�feet�at�the�bottom.�The�adjustment�range�is�0-50mm.

INSTALLATION�DIMENSIONS
B2
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Make�sure�there�is�no�flammable�and�explosive�material�near�dishwasher.
No�gas�pipe,�rubber�pipe�go�through�the�installation�place�except�iron�pipe.

WARNING



Connect�the�inlet�pipe�to�inlet�valve.

Inlet�valve Connect�inlet�hose

1.Inlet�Hose

2.Drain�Hose

drain�hose

power�cord

INLET�HOSE�&�DRAIN�HOSE
B3

Make�sure�the�drain�pipe�is�connected�to�the�drain�connector.

drain�connector

●�The inlet pipe can not be recycled� � � � � � .�
●�Do not use the old or�broken inlet pipe.� � � � � � �
●�The�inlet�water�temperature�should�not�exceed�50°C.
●� �When�the�first�time�that�water�in,�the�water�in�appliance�turns�yellow�which�
is�normal;�It�is�because�the�water�softener�in�water�for�a�long�time.�Please�
feel�free�to�use.

●�Every�appliance�have�passed�the�water�test�in�factory.�It�is�normal�if�you�
found�some�water�leave�in�appliance.�Please�feel�free�to�use�it.

WARNING



2.�Make�sure�the�inlet�hose�and�drain�hose�is�install�correct�at�the�back�of�dishwasher.

on�the�top�of�hole�in�cabinet

steam�resisted�sticker

Inlet�hose

Drain�hose

3.�Put�the�dishwasher�into�the�cabinet.� the�power�cord,�inlet�At�the�same�time�
hose,�and�the�drain�hose�should�pass�through�the�designated�entrance�and�exit�
holes. Make�sure�the�power�cord,�inlet�hose,�and�the�drain�hose�are�not�folded.���������������������������������.

dishwasher
canbinet

entrance�of�power�cord�and�hose

1.�Stick�the�steam�resisted�sticker�on�the�top�of�the�hole�in�cabinet.

INSTALL�INTO�THE�CABINET
B4



Ensure�that�the�inlet�hose�is�connected�to�the�connection�properly�secured.

1.Inlet�water

way1

way2
max600mm

φ40mm

Connector

Water�hose

Angel�valve

Inlet�hose

INLET�&�DRAIN�WATER
B5

2.Drain�water

1.�Insert�the�drain�hose�into�the�drain�port�at�least�100mm�in�case�of�the�hose�out�
of�the�port�when�draining�the�water.�
2.�The�drain�pipe�can�not�be�folded�and�compression�deformation�to�keep�
draining�water�smoothly.
3.�If�the�drain�is�too�long�when�install�or�repair�the�dishwasher,�the�hose�can�be�
cut�according�to�the�real�state�with�the�agreement�from�user.
4.The�drain�pipe�can�not�be�folded,�if�extension�is�needed,�do�not�exceed�5�
meters,�otherwise�may�affect�the�washing�effect.
5.�The�drain�port�need�to�have�the�overflow�resisted�step.



1.Door�panel�dimension

INSTALL�DOOR�PANEL
B6

Prepare�the�door�panel�as�shown�in�the�diagram�by�yourself.�We�suggest�you�to�
install�the�handle�as�shown�in�the�diagram�but�it�should�be�adjusted�by�the�real�
dimension�of�handle.�

unit:�mm

adjust�the�hole�according�to�the�real�
dimension�of�handle

587.2
558.2
413

52
20

20

19
8.
4

71
2

60

2-φ5hole

8-holesφ2,�deepth�15

560.8

14.5

13.2



2.Install�the�handle

B

screw

gasket

door�panel

handle�gasket

handle

The�handle�and�the�accessory�need�to�be�bought�by�yourself.
Fasten�the�handle�on�the�door�panel�by�2�screws,�2�gaskets�and�2�handle�gaskets.�

door�panel�bracket

3.Install�the�brackets

BInstall�4�door�panel�brackets�on�the�door�panel�by�8�screws�ST4.0X12�as�shown�in�
the�diagram.



4.Install�the�door

BUse�four�screws�M4X10�to�install�the�hanging�plate�on�the�door�of�dishwasher�by�
two�sides�when�the�hanging�plate�brackets�aim�the�holes�of�door�and�insert�them.

hole

screw�M4X10

door

5.Adjustment

BAfter�the�door�panel�is�installed,�adjust�the�tension�of�the�door�using�the�screws�
on�both�sides�at�the�bottom�front�of�the�dishwasher.
If�the�door�drop�out�during�opening,�please�fasten�the�screw�by�clockwise�rotation�
to�add�tension.�If�the�door�open�completely,�it�will�be�back�a�little�by�itself,�please�
loose�the�screw�by�counter�clockwise�rotation�to�reduce�tension.
When�the�door�cannot�drop�out�by�itself�during�opening�and�it�stays�horizontal�
when�it�opens�completely,�you�just�use�a�little�strength�to�close�the�door,�tension�
adjustment�is�finished.�



press�it�down

①

③

②

④

1.Baseboard�dimension

INSTALL�BASEBOARD
B7

Prepare�the�Baseboard�as�shown�in�the�diagram�by�yourself.�The�dimensions�
in�the�diagram�just�can�fit�with�the�default�state�when�the�dishwasher�out�of�
factory.�Please�revise�the�height�of�the�baseboard�after�you�adjust�the�
adjustment�feet.�Add�the�height�the�same�as�the�adjustment�feet�added.�

unit:�mm

41
.5

32

79

595

574

2.Install�the�brackets

Install�2�baseboard�brackets�on�both�sides�of�the�baseboard�using�4�ST4.0x12�
screws.�Insert�the�baseboard�into�the�dishwasher�when�the�brackets�align�with�
the�holes�on�both�sides�of�the�base.�When�the�front�of�the�baseboard�is�level�
with�the�door,�please�press�down�to�secure�it�and�complete�the�assembly.

screw�ST4.0X12�

baseboard�bracket

put�it�in



�screw�ST3.5X22

two�side�covers

1.Check

FASTEN�THE�DISHWASHER
B8

After�the�installation,�please�check�dishwasher�as�follows:
1.�Whether�the�dishwasher�is�settled�horizontally.
2.�Whether�the�power�is�on,�the�dishwasher�runs�normally.
3.�Whether�the�inlet�hose�and�drain�hose�are�connected�well.
4.�Whether�all�the�packages�are�taken�out�of�dishwasher.

2.Fasten�steps

Open�the�door,�use�two�ST3.5X22�screws�to�screw�up�the�dishwasher�to�cabinet�on�
both�sides.�Install�two�side�covers�to�finish�the�assembly.

cover

1.Keep�this�manual�and�accessory�well�in�case�you�need�to�use�them�next�time.
2.It�is�normal�for�water�to�turn�yellow�in�the�dishwasher�during�its�first�use.
This�is�because�the�material�in�the�water�softener�has�been�wet�for�a�long�time,�
but�it�will�not�affect�its�normal�operation.
3.It�is�normal�to�see�water�inside�the�dishwasher�because�the�factory�ran�tests�
on�it�before�shipment.�Please�feel�free�to�use�it.

ATTENTION



CONSUMABLES�FOR�DISHWASHER
C1

Special�dishwasher�detergent�will�remove�oil�and�food�residues.�It�is�necessary
every�time�you�use�the�appliance.�The�amount�of�detergent�you�should�use�
depends�on�the�quantity�and�type�of�soiling�present�on�the�utensils.�Full�load�
with�heavy�soiling,�use�22g.

Adjust�setting�based�on�use.�Default�setting�is�d4.�Large�value�means�increasing�
dosage,�and�viceversa.�
If�you�feel�surface�is�greasy,�please�lower�setting�and�wash�again.

Steps:
1.�Open�the�lid�of�the�dispenser.
2.�Slowly�pour�the�rinse�aid�into�

the�designated�compartment.
3.�Close�the�lid�securely.
4.�Wipe�up�any�spills�with�a�cloth.

Press�the�program�button�and�power�button�for�5�seconds�in�60�
seconds�after�power�on�to�enter�the�dispenser�setting�mode.�
And�the�display�shows�the�current�gear.

power

Press�the�program�button�to�switch�gears.�when�the�control�
panel�has�no�operation�for�more�than�3�seconds.�The�current�
gear�will�be�saved�and�exit�the�dispenser�setting�mode.

2.Rinse�aid

Help�to�dry�and�shine�crockery,�make�it�as�good�as�new.
Rinse�aid�is�necessary�when�you�use�dishwasher�for�the�first�time.�It�is�a�reusable�
consumable.�As�soon�as�"�Rinser�"�indicator�is�lights�on�display,�rinse�aid�should�
be�topped�up.

1

3

push
auto�eject

Powder
Tablet push

Setting:

1.Detergent



1.�Turn�the�lid�anticlockwise�and�lift�it�up.
2.�Fill�the�water�softener�with�salt�(approx.�1000g).�When�you�first�switch�on�the�
appliance,�also�add�some�fresh�water.
3.�Turn�the�lid�clockwise�to�close�it�tightly,�then�clean�it�with�a�clean�cloth.

1.�It’s�used�to�soften�water,�reduce�mineral�scale�buildup,�and�keep�utensils�
looking�like�new.�It�is�particularly�suitable�for�areas�with�high�water�hardness.
2.�Ask�your�local�water�utility�company�for�the�water�hardness�value�of�tap�water.
3.�If�the�power�goes�off�while�the�dishwasher�is�operating,�the�water�softener�will�
reset�and�recounted.

3.Water�softener

Making�setting�reference�table�according�to�the�hardness�of�local�tap�water.

Hardness�setting
options

0-90 91-200 201-300 301-400 401-500 more�than�500

H1 H2 H3 H4（Default） H5 H6

Water�hardness
(ppm)

When�is�H1�,�the�softener�is�not�working�,�the“��������”is�lights�out.

When�the�door�is�opened,�
press�the�power�supply�
button.

With�in�60�seconds�after�starting�
up,�press���������button�for�5�seconds�
to�enter�setting�mode.

Indicator“��������”and“��������”light�up�which�indicates�the�appliance�
has�been�insetting�mode.

Cyclic�display

Change�and�select�suitable�setting�with���������button.�If�user�did�not�
press����������button�for�5�seconds,�the�appliance�will�exit�the�setting�
mode�and�be�in�standby�state.�The�chosen�setting�has�been�stored.

4.Special�salt

water

salt(approx�1000g)
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