



























































Parameters Appendix
7KG
Content, order and format of the product information sheet
General product parameters:
Parameter Value Parameter Value
Height 85
Rated capacity (b) (kg) 7.0 Dimensions in cm (a), (c) Width 60
Depth 41
Energy efficiency index (b) -
(EEIW) 51.9 Energy efficiency class (b) A
Washing efficiency index (b) 1.031 Rinsing effectiveness (g/kg) (b) 5.0
- Water consumption in litre per
Energy consumption in KWh cycle, based on the eco 40-60
per cycle, based on the eco P
programme at a combination of
40-60 programme at a .
o . full and partial loads. Actual
combination of full and partial 0.447 . y 38
water consumption will depend
loads. Actual energy " .
) } on how the appliance is used
consumption will depend on
; K and on the hardness of the
how the appliance is used.
water.
Rated capacity 40
Maximum temperaturi|n5|de Half 27 Weighted remaining moisture 53.9
the treated textile (b) (°C) content (b) (%)
Quarter 24
Rated capacity 1200
Spin speed (b) (rpm) Half 1200 Spin-drying efficiency class (b) B
Quarter 1200
Rated capacity 3:28
Programme duration (b) . . .
(h:min) Half 2:42 Type Free-standing
Quarter 2:42
Airborne acoustical noise Airborne acoustical noise
emissions in the spinning 72 emission class (b) (spinning A
phase (b) (dB(A) re 1 pW) phase)
Off-mode (W) (if applicable) 0.50 Standby mode (W) (if applicable) 0.50
Delay start (W) (if applicable) 4.00 Networked standby (W) (if N/A

applicable)

Minimum duration of the guarantee offered by the supplier (a), (c): 12 months

This product has been designed to release silver ions during the washing cycle No

Additional information (a), (¢) :  More data information, please scan the QR code on the energy label.
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Parameters

7KG
PARAMETER UNIT VALUE

Rated capacity for the Eco 40-60 programme, at 0.5 kg intervals kg 7.0
Energy consumption of the Eco 40-60 programme at rated capacity kWh/cycle 0.780
Energy consumption of the Eco 40-60 programme at half rated capacity kWh/cycle | 0.280
Energy consumption of the Eco 40-60 programme at quarter rated capacity kWh/cycle 0.140
Weighted energy consumption of the Eco 40-60 programme kWh/cycle 0.447
Energy Eficiency Index - 51.9
Water consumption of the Eco 40-60 programme at rated capacity L/cycle 45
Water consumption of the Eco 40-60 programme at half rated capacity L/cycle 36
Water consumption of the Eco 40-60 programme at quarter rated capacity L/cycle 31
Weighted water consumption L/cycle 38
Washing efficiency index of the Eco 40-60 programme at rated capacity - 1.031
Washing efficiency index of the Eco 40-60 programme at half rated capacity - 1.031
Washing efficiency index of the Eco 40-60 programme at quarter rated capacity - 1.031
Rinsing effectiveness of the Eco 40-60 programme at rated capacity a/kg 5.0
Rinsing effectiveness of the Eco 40-60 programme at half rated capacity glkg 5.0
Rinsing effectiveness of the Eco 40-60 programme at quarter rated capacity gl/kg 5.0
Programme duration of the Eco 40-60 programme at rated capacity h:min 3:28
Programme duration of the Eco 40-60 programme at half rated capacity h:min 2:42
Programme duration of the Eco 40-60 programme at quarter rated capacity h:min 2:42
Temperature reached for minimum 5 min inside the load during Eco 40-60 o
programme at rated capacity C 40
Temperature reached for minimum 5 min inside the load during Eco 40-60
programme at half rated capacity C 21
Temperature reached for minimum 5 min inside the load during Eco 40-60 °c 24

programme at quarter rated capacity

19



Parameters

7KG
PARAMETER UNIT VALUE
Spin speed in the spinning phase of the Eco 40-60 programme at rated rom
capacity p 1200
Spin speed in the spinning phase of the Eco 40-60 programme at half rpm 1200
rated capacity
Spin speed in the spinning phase of the Eco 40-60 programme at quarter rpm 1200
rated capacity
Remaining moisture content for the Eco 40-60 programme at rated capacity % 53.9
Remaining moisture content for the Eco 40-60 programme at half rated % 539
capacity ° :
Remaining moisture content for the Eco 40-60 programme at quarter rated
capaci % 53.9
pacity
Weighted remaining moisture content % 53.9

Airborne acousitcal noise emissions during Eco 40-60 programme(spinning dB(A) re 1 pW 72

phase)

Power consumption in ‘off mode’ W 0.5
Power consumption in ‘standby mode’ w 0.5
Does ‘standby mode’include the display of information? — N/A
Power consumption in ‘standby mode’ in condition of network standby W N/A
(if applicable)

Power consumption in ‘delay start’(if applicable) W 4.0
Power 220-240V~,50Hz

Rated Power 1600W

Water Pressure 0.02-0.8MPa

Net Weight /Gross Weight 50kg/53kg

Outer dimension(WxDxH)mm 647X450X890

The Eco 40-60 programme is able to clean normally soiled cotton laundry declared to be washable at
40°C or 60°C,together in the same cycle,and that this programme is used to assess the compliance
with the EU Ecodesign legislation.

The most efficient programmes in terms of energy consumption are generally those that perform at lower
temperatures and longer duration.
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Electric Diagram
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Foshan Welling Washer Motor Manufacturing Co., Ltd
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