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Icon Type Meaning

WARNING Serious injury or death risk

RISK OF ELECTRIC SHOCK Dangerous voltage risk

FIRE Warning; Risk of fire / flammable materials

CAUTION Injury or property damage risk

IMPORTANT / NOTE Operating the system correctly

Thank you for choosing this product. 
This User Manual contains important safety information and instructions on the operation 
and maintenance of your appliance. 
Please take the time to read this User Manual before using your appliance and keep this 
book for future reference.
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1.	SAFETY INSTRUCTIONS

Operating voltage / frequency (220-240) V~/50Hz
Total current (A) 10
Water pressure (Mpa) Maximum 1 Mpa 

/ Minimum 0. 
1Mpa	

Total power (W) 2200

Maximum washing capacity 
(dry laundry) (kg) 9

•	 Do not install your machine on a carpet or such 
grounds that would prevent the ventilation of its 
base. 

•	 The appliance is not intended for use by people 
(including children) with reduced physical, 
sensory or mental capabilities, or lack of 
experience and knowledge unless they have been 
given supervision or instruction concerning use 
of the appliance by a person responsible for their 
safety. 

•	 Children of less than 3 years should be kept away 
unless continuously supervised. 

•	 Call the nearest authorized service centre for a 
replacement if the power cord malfunctions. 

•	 Use only the new water inlet hose coming 
with your machine when making water inlet 
connections to your machine. Never use old, used 
or damaged water inlet hoses. 

•	 Children should not play with the appliance. 
Cleaning and user maintenance should not be 
made by children without supervision. 
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NOTE: For a softcopy of this user 
manual, please contact the following address: 
“info@svanelectro.com”. In your 
e-mail, please provide the model name and serial
number (20 digits) which you can find on the
appliance door.

Read this user manual carefully. 
Your machine is for domestic use only. 
Using it for commercial purposes will cause 
your warranty to be cancelled. 
This manual has been prepared for more than 
one model therefore your appliance may not 
have some of the features described within. 
For this reason, it is important to pay particular 
attention to any figures whilst reading the 
operating manual. 

1.1 General Safety Warnings
• The necessary ambient temperature for operation

of your Washing Machine is 15-25 °C.
• Where the temperature is below 0 °C, hoses

may split or the electronic card may not operate
correctly.

• Please ensure that garments loaded into your
Washing Machine are free from foreign objects
such as nails, needles, lighters and coins.

• It is recommended that for your first wash,
you select the 90˚ Cotton programme without
laundry and half fill compartment II of the
detergent drawer with a suitable detergent.

• Residue may build up on detergent and softeners
EN - 2













1.4 Savings Information
Some important information to get the most efficient 
use out of your machine: 
• Do not exceed the maximum load for the washing

programme you have chosen. This will allow your
machine to run in energy saving mode.

• Do not use the pre-wash feature for lightly soiled
laundry. This will help you save on the amount of
electricity and water consumed.

CE Declaration of conformity
We declare that our products meet the applicable European Directives, Decisions and 
Regulations and the requirements listed in the standards referenced. 
Disposal of your old machine

The symbol of the crossed-out wheeled bin shown on the product or its 
packaging means that the device must not be disposed of with other 
household waste but requires separate collection. You can dispose of the 
device free of charge at your local waste return and collection system. 
The addresses can be obtained from your responsible city council or 
local government. Alternatively, you can return small waste electrical and 
electronic equipment (WEEE) with an edge length of up to 25 cm free of 

charge to any retailer with a sales area relating to electrical and electronic equipment 
(EEE) of at least 400 m² or to a food retailer that offers EEE at least several times a 
year with a total sales area of 800 m². Larger WEEE can be returned to a respective 
retailer free of charge when buying a new product of the same type. Regarding the 
modalities of the collection of WEEE in case of shipment of the newly bought product, 
please contact your retailer. 
If possible, please remove all batteries and accumulators as well as all removable 
lamps before disposing of the device. 
Please note that you are responsible for deleting all personal data on the device to be 
disposed of. 
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2. TECHNICAL SPECIFICATIONS
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General Appearance
1. Electronic Display
2. Programme Dial
3. Upper Tray
4. Detergent Drawer
5. Drum
6. Pump Filter Cover
7. Water Inlet Valve
8. Power Cable
9. Discharging Hose
10.	Transit Bolts

2.1 Technical Specifications

Operating 
voltage / 
frequency 
(V/Hz)

(220-240) 
V~/50Hz

Total current 
(A) 10

Water 
pressure 
(Mpa)

Maximum: 
1 Mpa 
Minimum : 
0.1 Mpa

Total power 
(W)

Maximum 
dry laundry 
capacity (kg)

9

Spinning 
revolution 
(rev / min)

Programme 
number 15

Dimensions 
(mm)
Height 
Width
Depth

845
597 

2200

582

1000   
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3. INSTALLATION

3.1 Removing the Transit Bolts

X X4 4

X4
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1. Before operating the washing machine,
remove the 4 transit bolts and rubber
spacers from the rear of the machine.
If the bolts are not removed, they
may cause heavy vibration, noise and
malfunction of the machine and void the
warranty.

2. Loosen the transit bolts by turning
them anticlockwise with an appropriate
spanner.

3. Remove the transit bolts with a straight
pull.

4. Fit the plastic blanking caps supplied in
the accessories bag into the gaps left
by the removal of the transit bolts. The
transit bolts should be stored for future
use.

NOTE: Remove the transit bolts
before using the machine for the first time. 
Faults occurring due to the machine being 
operated with transit bolts fitted are out of 
the scope of the warranty. 

3.2 Adjusting the Feet / 
Adjusting Adjustable Stays

1

1. Do not install your machine on a surface
(such as carpet) that would prevent
ventilation at the base.

• To ensure silent and vibration-free
operation of your machine, install it on a
firm surface.

• You can level your machine using the
adjustable feet.

• Loosen the plastic locking nut.

X4

2 3

2. To increase the height of the machine,
turn the feet clockwise. To decrease
the height of the machine, turn the feet
anticlockwise.

• Once the machine is level, tighten the
locking nuts by turning them clockwise.

3. Never insert cardboard, wood or other
similar materials under the machine to
level it.

• When cleaning the ground on which
the machine is located, take care not to
disturb the level of the machine.

3.3 Electrical Connection

• Your Washing Machine requires a 220-
240V, 50 mains supply.
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•	 The mains cord of your washing 
machine is equipped with an earthed 
plug. This plug should always be 
inserted to an earthed socket of 10 
amps. 

•	 If you do not have a suitable socket and 
fuse conforming with this, please ensure 
the work is carried out by a qualified 
electrician. 

•	 We do not take responsibility for 
damage that occurs due to the use of 
ungrounded equipment. 

NOTE: Operating your machine 
with low voltage will cause the life cycle 
of your machine to be reduced and its 
performance to be restricted. 

3.4 Water Inlet Hose Connection
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1.	 Your machine may have either a 
single water inlet connection (cold) 
or double water inlet connection (hot 
and cold) depending on the machine 
specifications. The white capped hose 

should be connected to cold water inlet 
and red capped hose to the hot water 
inlet (if applicable). 

•	 To prevent water leaks at the joints, 
either 1 or 2 nuts (depending on your 
machine’s specifications) are supplied 
in the packaging with the hose. Fit these 
nuts to the end(s) of the water inlet hose 
that connect to the water supply. 

2.	 Connect new water inlet hoses to a ¾ ˝, 
threaded tap. 

•	 Connect the white capped end of the 
water inlet hose to the white water inlet 
valve on the rear side of the machine 
and the red capped end of the hose to 
the red water inlet valve (if applicable). 

•	 Hand tighten the connections. If in any 
doubt, consult a qualified plumber. 

•	 Water flow with pressure of 0. 1-1 Mpa 
will allow your machine to operate at 
optimum efficiency (pressure of 0. 1 
Mpa means that more than 8 litres of 
water per minute will flow through a fully 
opened tap). 

3.	 Once you have made all of the 
connections, carefully turn the water 
supply on and check for leaks. 

4.	 Ensure that the new water inlet hoses 
are not trapped, kinked, twisted, folded 
or crushed. 

•	 If your machine has a hot water inlet 
connection, the temperature of the hot 
water supply should not be higher than 
70°C. 

NOTE: Your Washing Machine 
must only be connected to your water 
supply using the supplied new fill hose. Old 
hoses must not be reused. 
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~ 145 cm ~ 95 cm
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3.5 Water Discharge Connection

• Connect the water drain hose to a
standpipe or to the outlet elbow of
a household sink, using additional
equipment.

• Never attempt to extend the water drain
hose.

• Do not put the water drain hose from
your machine into a container, bucket or
bathtub.

• Make sure that the water drain hose is
not bent, buckled, crushed or extended.

• The water drain hose must be installed
at a maximum height of 100 cm from the
ground.

4. CONTROL PANEL OVERVIEW

1 2 3

1. Detergent Drawer
2. Programme Dial
3. Electronic Display

4.1 Detergent Drawer (*)

1

2
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6

1. Liquid Detergent Attachments (*)
2. Main Wash Detergent Compartment
3. Softener Compartment
4. Pre-Wash Detergent Compartment
5. Powder Detergent Levels (*)
6. Powder Detergent Scoop (*)

(*) Specifications may vary depending on 
the machine purchased.
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9. TROUBLESHOOTING
Repair of your machine should be carried out by an authorised service company. If your 
machine requires repair or if you cannot solve an issue with the information provided 
below, then you should: 
• Unplug your machine from the mains power supply.

• Turn off the water supply.

FAULT POSSIBLE CAUSE TROUBLESHOOTING

Your machine does not start. 

Machine not plugged in. Plug machine in. 

Fuses are faulty. Replace the fuses. 

No mains power supply. Check mains power. 

Start/Pause button not pressed. Press the Start/Pause button. 

Programme dial ‘stop’ position. Turn the programme dial to the desired position. 

The machine door is not 
completely closed. Close the machine door. 

Your machine does not 
intake water. 

Water tap is turned off. Turn tap on. 

Water inlet hose may be twisted. Check water inlet hose and untwist. 

Water inlet hose clogged. Clean water inlet hose filters. (*)

Inlet filter clogged. Clean the inlet filters. (*)

The machine door is not 
completely closed. Close the machine door. 

Your machine does not 
discharge water. 

Drain hose clogged or twisted. Check the drain hose, then either clean or 
untwist. 

Pump filter clogged. Clean the pump filter. (*)

Laundry is too tighly packed 
together in the drum. Spread your laundry in the machine evenly. 

Your machine vibrates. 

The feet have not been adjusted. Adjust the feet. (**)

Transit bolts fitted for 
transportation have not been 

removed. 
Remove the transit bolts from the machine. (**)

Small load in the drum. This will not prevent operation of your machine. 

Your machine is overloaded with 
laundry or laundry is unevenly 

spread. 
Do not overload the drum. Spread laundry evenly 

in the drum. 

Your machine rests on a hard 
surface. 

Do not set up your Washing Machine on a hard 
surface. 

Excessive foam is formed in 
the detergent drawer. 

Excessive amount of detergent 
used. 

Press the Start/Pause button. To stop the foam, 
dilute one tablespoon of softener into 1/2 litre of 
water and pour into the detergent drawer. Press 

the Start/Pause button after 5-10 mins. 

Wrong detergent used. Only use detergents produced for automatic 
Washing Machines. 

Unsatisfactory washing 
result. 

Your washing is too dirty for the 
programme selected. 

Use the information in the programme tables to 
select the most appropriate programme. 

Amount of detergent used 
insufficient. 

Use the amount of detergent as instructed on the 
packaging. 

There is too much laundry in your 
machine. 

Check that the maximum capacity  for the 
selected programme has not been exceeded. 
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FAULT POSSIBLE CAUSE TROUBLESHOOTING

Unsatisfactory washing 
result. 

Hard water. Increase the amount of detergent following the  
manufacturer’s instructions. 

Your laundry is too tightly packed 
together in the drum. Check that your laundry is spread out. 

As soon as the machine is 
loaded with water, water 

discharges. 
The end of water drain hose is too 

low for the machine. 
Check that the drain hose is at a suitable height. 

(**) . 

No water appears in the 
drum during washing. 

No fault. Water is in the unseen 
part of the drum. . . . . . . . . . . . . . . . . . . . . . 

Laundry has  
detergent residue. 

Non-dissolving particles of some 
detergents may appear on your 

laundry as white spots. 
Perform an extra rinse, or clean your laundry with 

a brush after it dries. 

Grey spots appear on the 
laundry. 

There is untreated oil, cream or 
ointment on your laundry. 

Use the amount of detergent as instructed on the 
packaging in the next wash. 

The spin cycle does not take 
place or takes place later 

than expected. 
No fault. The Unbalanced load 

control system has been activated. 

The Unbalanced load control system will try to 
spread your laundry. The spinning cycle will begin 

once your laundry is spread. Load the drum 
evenly for the next wash. 

(*) See the chapter regarding maintenance and cleaning of your machine. 
(**) See the chapter regarding installation of your machine. 

10.	AUTOMATIC FAULT WARNINGS AND WHAT TO DO 
Your Washing Machine is equipped with a built-in fault detection system, indicated by a 
combination of flashing wash operation lights. The most common failure codes are shown 
below.

TROUBLE CODE POSSIBLE FAULT WHAT TO DO

E01 The door of your machine is not shut 
properly.

Shut the door properly until you hear a click. If 
your machine persists to indicate fault, turn off 

your machine, unplug it and contact the nearest 
authorised service agent immediately.

E02 The water pressure or the water level 
inside the machine may be low.

Check the tap is fully turned on. Mains water 
may be cut-off. If the problem still continues, your 

machine will stop after a while automatically. Unplug 
the machine, turn off your tap and contact the 

nearest authorised service agent.

E03
The pump is faulty or pump filter is 

clogged or electrical connection of the 
pump is faulty.

Clean the pump filter. If the problem persists, 
contact the nearest authorised service agent. (*)

E04 Your machine has excessive amount of 
water.

Your machine will discharge water by itself. Once 
the water has drained, turn off your machine and 
unplug it. Turn off the tap and contact the nearest 

authorised service agent.

(*) See the chapter regarding maintenance and cleaning of your machine.
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