
SVHS01W - SVHS02 - SVHS03 - SVHS04

USER MANUAL
GAS COOKER 

This appliance is intended for domestic use only
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Dispose of packaging in an environmentally-friendly manner.  

This appliance is labelled in accordance with European Directive 

2012/19/EU concerning used electrical and electronic appliances 

(waste electrical and electronic equipment - WEEE). The guideline 

determines the frame work for the return and recycling of used 

appliances as applicable throughout to the EU.  

PACKAGE INFORMATION: Packaging materials of the product are manufactured 

from recyclable materials in accordance with our National Environment Regulations. 

Do not dispose of the packaging materials together with the domestic or other 

wastes. Take them to the packaging material collection points designated by the 

local authorities. 
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IMPORTANT WARNINGS:
• This device is produced according to security regulations, use of  against the rules may

damage the person or the device.

• Before using and putting the device learn from local authority gas type and pressure and be

sure device settings are correct.

• This device ratings are written on rating labels.

• This device is not connected to a combustion products system. It must be mounted according

to the valid rules and regulations. Special attention must be done for ventilation systems.

• Device only purpose is cooking, can not be used for any other purposes like heating the room.

• Please read the manual guide carefully before working the device. You will find out information

about mounting, security, usage and care in manual guide. This way you will avoid to damage

yourself and the device.

• When is device is used heat and humid occurs in the place, please be sure that the kitchen is

ventilated well. Keep the natural ventilation wholes and make compulsory ventilation system

established.

• The cooker is produced for LGP and CNG. If you require to be changed make it done only in

authorized services.

• Children can use the device when they reach at the age of use while they have an adult

accpompany to them under their control. Explain the children what kind of results may occur

with the wrong usage of device.

• Unless the supervising and management of the device is upplied by the person who is

responsible for device safety / security; this device is not purposed to be used by physical,

sense and mental disabled people ( including children) or by the people who has lack of

experience and knowledge about the usage.

• Do not dry any flammable object on the hob like clothes, towel etc…

• If your heater is burned out without you knowledge or control, close the gas from valve ve

ventilate the space fastly. Do never make ignition and do not turn on any kind of electric device,

button including the electric button during this time period.

• Just use plastic hose , vinly plastic hose usage can be dangerous.

• Before placing the device, be sure that device and local distribution conditions ( gas type and

gas pressure) are suitable.

• During mounting, care and fixing processes the device must be plugged out.

• The hood ,you will use in hob which you will use with LPG, pressure must be 30mbar.

• Before start using the device , keep away the flammable materails from it. Do not put

flammable and burnable materials on or inside the device.

• Your hob electric rating values 220-240 V ~ / 50-60Hz.

• Protect your device from extreme weather conditions as ( rain, snow,dust etc)

• Your device usage life time is 10 years.
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DIMENSIONS 

60 cm  pool type  hob 60 cm pipe type  hob

 2 burner + 2 hot plate hob

 4 burner hob �
 4 burner hob �

 3 burner + 1 hot plate hob �
 3 burner + 1 hot plate hob �
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HOB COMPONENTS :

4 Burner Pool Type Hob 
   Components
 

 

3 Burner+1 Hot Plate Pool Type Hob
   Components

 

1. Hob Grille
2.�Burner Cover
3.�Burner
4.�Control Button
5. Pool Type Hob Body
6. Gas Inlet

1. Hob Grille
2. Burner Cover
3. Burner
4. Control Button
5. Pool Type Hob Body
6. Gas Inlet
7. Hot Plate

 

G30 - 30 mbar

 

220-240 V, 50-60 Hz

220-240 V, 50-60 Hz

 

G30 - 30 mbar

Hob Rating SpecificationsHob Rating Specifications

Small Burner

Medium Burner

Large Burner

Small Burner

Medium Burner

Large Burner

Hot Plate

0,90 kW

1,60 kW 

2,40 kW 

65 g/h

116 g/h

175 g/h

0,90 kW

1,60 kW 

2,40 kW 

1 kW        

65 g/h

116 g/h

175 g/h
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    Burner Pipe Type Hob 
 Components

1. Hob Grille
2. Burner Cover
3. Burner
4. Hob Body
5. Gas  Inlet
6. Kontrol Button

 3 Burner Pipe Type + 1 Hot Plate Hob
    Components

1. Hob Grille
2. Burner Cover
3. Burner
4. Hot Plate
5. Gas Inlet
6. Hob Body
7. Control Button

HOB COMPONENTS :

 

G30 - 30 mbar

 

220-240 V, 50-60 Hz

220-240 V, 50-60 Hz

 

G30 - 30 mbar

Hob Rating SpecificationsHob Rating Specifications

Small Burner

Medium Burner

Large Burner

Small Burner

Medium Burner

Large Burner

Hot Plate

0,90 kW

1,60 kW 

2,40 kW 

65 g/h

116 g/h

175 g/h

0,90 kW

1,60 kW 

2,40 kW 

1 kW        

65 g/h

116 g/h

175 g/h
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GAS HOB USE :
1. Before using your hob control your burners by hand that they are decent and
centered. Flame decent burning is directly proportional with this point.

         WRONG POSITION           CORRECT POSITION
2. Due to special lock on the gas valves  , the gas valves can not be turn un just by
turning to opposite of clockwise. In order to open gas push the button and turn to
opposite of clockwise.

            Turn Off Half Flame Full Flame

3. In Auto-Ignition models while turn on the gas itself will make ignition and turn
on/burn the hob.
4. You confirm the hob grille is placed the hob body perfectly, otherwise you may
cause accidents.
5. The model with Gas Safety ( FFD) , after you turn on and falme the burner keep
the button pushed for5-6seconds more. If the flame is burned out the gas flow will be
cut off automatically and it will be kept under safety.
6. At hobs,  use suitable pans to burners, be careful that flame do not over flow the
bottom of pan.
Large Burner suitable pan diameter 24-28 cm
Medium Burner suitable pan diameter 18-24 cm
Small Burner suitable pan diameter 12-18 cm

Position   Power  Purpose

     0            Turn Off (0) 

     1              250 W            Warming -Keep Warm

     2              750 W            Cooking

     3             1000 W           Cooking-Frying

HOT PLATE USE :
1. Hot Plate has 4 positions
including turn off porsition and these
positions and
Purposes are given in the table
below:
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ELECTRIC AND GAS CONNECTION WARNINGS : 

• Device adjustment conditions are on the label under the hob.
• Keep the natural ventilation wholes and make compulsory ventilation system
established.
• Device electric connections must be connected to the fuse according to its amper
value. Contact with authorised services for this issue.
• This device is produced to be used with 220-240V , 50-60Hz. If electrıc network is
different then this contact with authorised service.
• The electric network must be grounded , otherwise producer company is not
responsible for the damages may ocur.
• Avoid touching device power cable to hot areas of the device.
• If power cord has any kind of damage , contact with authorised service immediately.
Do not try to change by yourself. You you cause gas leakage due to wrong disassemble.
• The warmth will go on right after the usage of device even it is turned off. Not to cause
an accident avoid from the children.
• The hood pressure must be 30mbar which will be used for connection of LPG and your
gas hob.
• Place the hose coming from LPG until the end of gas hob gas inlet then squeeze with
metal clamp.
• LPG hose must be turned with wide angle due to the risk of breaking. Do never tie the
hose with rope or plastic clamp to eachother due to being longer.
• Moving a device after gas connection is done may cause gas leakage.
• For CNG connection contact with authorised service.
• Moving a device after gas connection is done may cause gas leakage.
• Fors a safe gas connection your hose must be minimum 40cm maximum 125cm
length.
• Do not control gas leakage never with a flammable devide ( cigarette, matches,lighter
etc) Instead of this use soap bubble / foam. If there is gas leakage you will see bubbles
are getting larger.
• When you finish with device do not forget to turn off gas valves and main valve.
• At the first usage of hot plate there might be some smoke and smell , this is normal and
there is no problem.
• While the device (hot plate or gas burners ) is working do not interfere with cold water.
The hot vapour arising from hot surface may injure you.
• While cooking with oil due to being over heating , the oil may cath fire. At this point do
never interfere with water. Oil grains will combine water vapour and spread flame to
every direction, and this may cause a large fire.
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FAILURE

Hob does not make 
ignition

Hob does not turn on

Gas Smell

Burning is not smoot

Probable Solution

Plug in the power cord and check electricty.

Clean the pins and burners grooves with dirt
remover detergant.

Please read 2 metters above first.

Change LPG

Turn on gas valve

Make Gas Hose placed with wide angle

Change plastic hose with new one

Make soap bubble control

Contact with authorised service , turn off the
valve and do not use the hob.

Make burner covers at correct position 
( make it centered with burner). Make this 
process while the burners are cold. 

Plug in the power cord and check electricty.

Clean the combustion system with detergent.

Probable Cause

Be sure that hob is plugged in

The pins side the burners are
dirty or burner grooves are
closed.

Does not make ignition
LPG is finished
Gas Valve is turned off
Gas hose is bended
Plastic hose is damaged

There is leakage at hose 
or gas connection

There is gas leakage inside
 the hob

Burners are congested

Burner cover are not at
correct position

Be sure that it is plugged in. Hot plate is not 
working

POSSIBLE PROBLEMS and SOLUTIONS:

NOTE:
If you consider your hob has a failure , problem then  check according to the list above.
If you can not solve contact with authorised service. 

CARE & CLEANING :
• Before making the care & cleaning of you hob in order not to cause an accident , plug out the
device.
• In order to avoie burning yourself , do not clean the hob after usage.
• Clean your hob with moist and detergent cloth withou scratching.
• Do not clan your hob with chemical materails as paint thinner, paint remover , acid , gas.
• Do not wash any component of the hob in the dish washer.
• While make cleaning care that the injections in the burners are congested. Otherwise gas will not
flow and your hob will not turn on.
• Do not clean the hobs with steam cleaners.
• Do not clean with hard brush, wire or brush; otherwise it will be scratched.
• Make cleaning with special glass cleaning materails for glass hobs. Do not scratch the glass hobs
as they may break.
• Do not wash hob buttons with hot water, plastic  can be distortion and become unusefull.
• After cleaning the hob dry with a dry cloth.
• For a long time usage of your hob please accord the care and cleaning advises above.

ENERGY SAVING RECOMMENDATION : 
  Dear Valuable Customer,
For using the hob efficiently please accord the recommendations below:
• Make care and cleaning of your hob periodically as mentioned on manual guide.
• Keep the pan lid closed while cooking in order to prevent heat loss.
• Use suitable pan according to the burner size. Be carefull flame does not overflow the pan bottom.
• Do not make more cooking then you need. Othervise the cooking time will be longer and you will
increase  gas consumption.
• Choose flat bottom pans for hot plate cooking.
• During cooking after boiling point you should prefer low flame. This way your dishes will be more
delicious. 



SVAN TRADING S.L. 

C/Ciudad de Cartagena, 20. Paterna (46988). SPAIN. 

info@svanelectro.com 

96060034 
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