




















machine to run in energy saving mode. 
•	 Do not use the pre-wash feature for lightly soiled 
laundry. This will help you save on the amount of 
electricity and water consumed.

 
CE Declaration of conformity
We declare that our products meet the applicable European Directives, Decisions and 
Regulations and the requirements listed in the standards referenced. 
Disposal of your old machine

The symbol on the product or on its packaging indicates that this product 
may not be treated as household waste. Instead it shall be handed over to 
the applicable collection point for the recycling of electrical and electronic 
equipment. By ensuring this product is disposed of correctly, you will help 
prevent potential negative consequences for the environment and human 
health, which could otherwise be caused by inappropriate waste handling 
of this product. For more detailed information about recycling of this 

product, please contact your local city office, your household waste disposal service or 
the shop where you purchased the product.
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2.	 TECHNICAL SPECIFICATIONS
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2.1 General Appearance
1.	 Electronic Display
2.	 Programme Dial
3.	 Upper Tray
4.	 Detergent Drawer
5.	 Drum
6.	 Pump Filter Cover
7.	 Water Inlet Valve
8.	 Power Cable
9.	 Discharging Hose
10.	Transit Bolts 

2.2 Technical Specifications

Operating 
voltage / 
frequency 
(V/Hz)

(220-240) 
V~/50Hz

Total current 
(A) 10

Water 
pressure 
(Mpa)

Maximum: 1 
Mpa 
Minimum : 0.1 
Mpa

Total power 
(W)

Maximum 
dry laundry 
capacity (kg)

7

Spinning 
revolution 
(rev / min)

Programme 
number 15

Dimensions 
(mm)
Height 
Width
Depth

845
597 

	

2100 

497

 1200  



EN - 10

3.	 INSTALLATION

3.1 Removing the Transit Bolts
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1.	 Before operating the washing machine, 
remove the 4 transit bolts and rubber 
spacers from the rear of the machine. 
If the bolts are not removed, they 
may cause heavy vibration, noise and 
malfunction of the machine and void the 
warranty. 

2.	 Loosen the transit bolts by turning 
them anticlockwise with an appropriate 
spanner. 

3.	 Remove the transit bolts with a straight 
pull. 

4.	 Fit the plastic blanking caps supplied in 
the accessories bag into the gaps left 
by the removal of the transit bolts. The 
transit bolts should be stored for future 
use. 

NOTE: Remove the transit bolts 
before using the machine for the first time. 
Faults occurring due to the machine being 
operated with transit bolts fitted are out of 
the scope of the warranty. 

3.2 Adjusting the Feet / 
Adjusting Adjustable Stays

1

1.	 Do not install your machine on a surface 
(such as carpet) that would prevent 
ventilation at the base. 

•	 To ensure silent and vibration-free 
operation of your machine, install it on a 
firm surface. 

•	 You can level your machine using the 
adjustable feet. 

•	 Loosen the plastic locking nut. 

X4

2 3

2.	 To increase the height of the machine, 
turn the feet clockwise. To decrease 
the height of the machine, turn the feet 
anticlockwise. 

•	 Once the machine is level, tighten the 
locking nuts by turning them clockwise. 

3.	 Never insert cardboard, wood or other 
similar materials under the machine to 
level it. 

•	 When cleaning the ground on which 
the machine is located, take care not to 
disturb the level of the machine. 

3.3 Electrical Connection

•	 Your Washing Machine requires a 220-
240V, 50 mains supply. 



EN - 11

•	 The mains cord of your washing 
machine is equipped with an earthed 
plug. This plug should always be 
inserted to an earthed socket of 10 
amps. 

•	 If you do not have a suitable socket and 
fuse conforming with this, please ensure 
the work is carried out by a qualified 
electrician. 

•	 We do not take responsibility for 
damage that occurs due to the use of 
ungrounded equipment. 

NOTE: Operating your machine 
with low voltage will cause the life cycle 
of your machine to be reduced and its 
performance to be restricted. 

3.4 Water Inlet Hose Connection
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1.	 Your machine may have either a 
single water inlet connection (cold) 
or double water inlet connection (hot 
and cold) depending on the machine 
specifications. The white capped hose 

should be connected to cold water inlet 
and red capped hose to the hot water 
inlet (if applicable). 

•	 To prevent water leaks at the joints, 
either 1 or 2 nuts (depending on your 
machine’s specifications) are supplied 
in the packaging with the hose. Fit these 
nuts to the end(s) of the water inlet hose 
that connect to the water supply. 

2.	 Connect new water inlet hoses to a ¾ ˝, 
threaded tap. 

•	 Connect the white capped end of the 
water inlet hose to the white water inlet 
valve on the rear side of the machine 
and the red capped end of the hose to 
the red water inlet valve (if applicable). 

•	 Hand tighten the connections. If in any 
doubt, consult a qualified plumber. 

•	 Water flow with pressure of 0. 1-1 Mpa 
will allow your machine to operate at 
optimum efficiency (pressure of 0. 1 
Mpa means that more than 8 litres of 
water per minute will flow through a fully 
opened tap). 

3.	 Once you have made all of the 
connections, carefully turn the water 
supply on and check for leaks. 

4.	 Ensure that the new water inlet hoses 
are not trapped, kinked, twisted, folded 
or crushed. 

•	 If your machine has a hot water inlet 
connection, the temperature of the hot 
water supply should not be higher than 
70°C. 

NOTE: Your Washing Machine 
must only be connected to your water 
supply using the supplied new fill hose. Old 
hoses must not be reused. 
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3.5 Water Discharge Connection

•	 Connect the water drain hose to a 
standpipe or to the outlet elbow of 
a household sink, using additional 
equipment. 

•	 Never attempt to extend the water drain 
hose. 

•	 Do not put the water drain hose from 
your machine into a container, bucket or 
bathtub. 

•	 Make sure that the water drain hose is 
not bent, buckled, crushed or extended. 

•	 The water drain hose must be installed 
at a maximum height of 100 cm from the 
ground. 

4.	 CONTROL PANEL OVERVIEW
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1.	 Detergent Drawer
2.	 Programme Dial
3.	 Electronic Display
4.	 Additional Functions Button
5.	 Start/Pause Button

4.1 Detergent Drawer
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1.	 Liquid Detergent Attachments 
2.	 Main Wash Detergent Compartment
3.	 Softener Compartment
4.	 Pre-Wash Detergent Compartment
5.	 Powder Detergent Levels
6.	 Powder Detergent Scoop (*)

(*) Specifications may vary depending on 
the machine purchased.
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6.	PROGRAMME TABLE
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Laundry type / Descriptions

COTTON(**) 
60 C° *60 - 90 - 80 - 70 2 230

Very dirty, cotton and flax textiles. 
(Underwear, linen, tablecloth, towel 
(maximum 3,5 kg), bedclothes, etc.)   

COTTON (**)
40 C° *40 - 30 - “- -C” 7,0 2 225

Dirty cotton and flax textiles. 
(Underwear, linen, tablecloth, towel 
(maximum 3,5 kg), bedclothes, etc.)  

Pre-Wash Cotton *60 - 50 - 40 - 30 - 
“- -C”

7,0 1&2 164
Dirty cotton and flax textiles. 

(Underwear, linen, tablecloth, towel 
(maximum 3,5 kg), bedclothes, etc.) 

ECO 20° *20- “- -C” 3,5 2 96
Less dirty, cotton and linen textiles. 
(Underwear, bedsheet, tablecloth, 
towel (max.2,0  kg) bedcloth, etc.)

EASY CARE *40 - 30 - “- -C” 3,5 2 110
Very dirty or synthetic-mixed textiles. 

(Nylon socks, shirts, blouses, 
synthetic-including trousers etc.)

WOOL *30 - “- -C”  2,5 2 39 Woollen laundries with machine 
wash labels.

RINSING *“- -C” 7,0 - 30
 Provides an additional rinse to any 
type of laundry after the washing 

cycle.

ALLERGY SAFE *60 - 50 - 40 - 30 - 
“- -C”

3,5 2 197 Baby laundry

Spin/Drain *“- -C” 7,0 - 15

You can use this program for 
any type of laundry if you want 
an additional spin step after the 
washing cycle./ You can use the 
drain program to drain the water 
accumulated inside the machine 
(adding or removing laundry). To 
enable the drain program, turn 
the program knob to the spin/
drain program. After you select 

“spin cancelled” using the auxiliary 
function key, the program will start 

to run.

SENSITIVE/HAND 
WASH *30 - “- -C” 2,5 2 90 Laundry recommended for hand 

wash or sensitive laundry.

Outdoor Clothing *30 - “- -C” 3,5 2 80 Outdoor Clothing

Mixed *40 - 30 - “- -C” 3,5 2 90 Dirty cotton, synthetics, colour and 
flax textiles can be washed together. 

Jeans / Dark 
Garments *30 - “- -C”  3,5 2 96

Black and dark items made of 
cotton, mixed fibre or jeans. Wash 
inside out., Jeans often contains 

excess dye and may run during the 
first few washes. Wash light and 
dark coloured items separately

(***)DAILY 60 min. *60 - 50 - 40 - 30 - 
“- -C”

3,0 2 60
Dirty, cotton, coloured and linen 
textiles washed at 60°C in 60 

minutes.

(****) Rapid 15 min. *30 - “- -C” 2,0 2 15
In a short time of 15 minutes, Lightly 
soiled, cotton, colored and linen 

textiles your can wash.

7,0 




















